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Controlling the Kramer Machine via the Ethernet Port

1 Controlling the Kramer Machine via the Ethernet Port

Y ou can connect the machine viathe ETHERNET in the following ways:
For direct connection to the PC, use a crossover cable (see section 1.1)

For connection viaanetwork hub or network router, use a straight-through
cable (see section 1.2)

1.1 Connecting the Ethernet Port Directly to a PC (Crossover Cable)

Y ou can connect the Ethernet port of the Kramer Machine to the Ethernet
port on your PC, via a crossover cable with RJ-45 connectors.

This type of connection is recommended for identification of the factory default
IP Address of the Kramer Machine during the initial configuration

After connecting the Ethernet port, configure your PC as follows:
1. Right-click the My Network Placesicon on your desktop.

2. Select Properties.

3. Right-click the relevant Local Area Connection Properties.

4

. Select Properties.
The Local Area Connection Properties window appears.

5. Select the Internet Protocol (TCP/IP) and click Properties (see Figure 1).

General | Advanced

Connect using:

BB IntellR] PRO/100VE Network Conne

This connection uses the following items:
| 1B Client for Mictosoft Metworks
W /B File and Printer Sharing for Microsaft Metwarks
= (o5 Packet Scheduler
%= Intemet Protocal [TCPAP)

Description
Transmission Control Protocol/internet Protocol. The default
wide area network protocol that provides communication
across diverse interconnected networks.

Show icon in notification arsa when connected

Notify me when this connection has limited or no connectivity

Figure 1: Local Area Connection Properties Window
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6. Select Use the following IP address, and fill in the details as shown in
Figure 2.

7. Click OK.

et Protocol (TCP/IP) Properties g@

General

“You can get IP settings assigned automatically if your network. supparts
this capability. Otherwise, pou need to ask pour netwark administrator for

the appropriate IP settings.
() Obtain an IP address automatically
(3 Use the following IF address:

IP address. | 192188 1 . 2 |

Subnet mask [(255. 25 . 255 0 |

Diefault gateway: = oz )

(® Use the following DNS server addresses:

Prefered DNS server: ]
Ahemate DNS server: .

Figure 2: Internet Protocol (TCP/IP) Properties Window

1.2 Connecting via a Straight-Through Cable

Y ou can connect the ETHERNET of the Kramer Machine to the Ethernet

port on a network hub or network router, via a straight-through cable with
RJ-45 connectors.
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Setting the Ethernet Port and Utilities

2.1

Setting the Ethernet Port and Utilities

To configure your Kramer Machine viathe Ethernet, install the
Devicelnstallerd configuration software and configure your Ethernet Port,
and then install the COM Port Redirector to control the Kramer Machine.

Installing and Running the Devicelnstaller1 Configuration
Software

To configure the Ethernet Port, first install and run the Devicelnstaller
configuration software.

It isimportant to consider the following points before logging into and
configuring the Ethernet Port:

The Kramer Machine IP address must be configured before a network
connection isavailable (if you encounter problems, refer to section 7)

Only one person at atime may belogged into the network port. This diminates
the possibility of several people smultaneoudy attempting to configure the
Device Server

Network port logins can be disabled. The system manager will not be ableto
access the unit. Thisport can also be password protected

21.1 Install Devicelnstallerd Installer

Toinstall the Devicelnstallerl Installer, do the following:
1. Insert the product CD into your CD-ROM drive.

2. Runthe Devicelnstallerd installer setup.

3. Respond to the installation wizard prompts.

4. Restart your system.

2.1.2 Run Devicelnstallerd Installer

Click Start on the Task Bar and select
Programs\Lantrtonix\Devicelnstaller. The Devicelnstaller] main dialog
box displays (Figure 3).
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8 | antronix Devicelnstaller 4.1.0.%

File Edit Yiew Device Tocls Help

r @

Search  Assign IP

= i Lantranix Devicss - 0 devicels) Tope Mame Group IP Address Hardware Addiess Status
) (192.168.1.2)

@ Ready

Figure 3: Devicelnstaller Main Dialog Box

To search for devices, click the Search icon or select Search from the Device
menu.

2.1.2.1 Assign IP Address

Figure 5 shows a device found on the network, with the |P addresses assigned
at the factory. The Hardware Addressis an individual permanent address
assigned to a particular device on the network. The Hardware Address can be
found on the product label inside the unit.

Note: Click on a device to view its attributes (see Figure 4)

2 | antronix Devicelnstaller, 4.1.0.9

Eile Edit Yiew Device Tools Help

P e

Search ssign TP Upgrade

= B4 Lantroris Devices - 1 devicels) Device Detalls | web Configuiation | Tehet Configuration
= g Local drea Connection (192.168.1. .
563 RPot ol
= 5 XPOD3 - fimware V6507 || g
92,168 1.59] ’ roperty dlue
ame
Group
Comments
Device Famiy XPatt
Type XPor03
D X5
Hardware Address 00-20-4481-42F3
Firmuware Yersion 650
E stended Fimuare Yersion 6507
Orline Status Orlne:
Telnet Enabled True
Telnet Port 9399
Web Ensbled True
Web Part

an
Mavimum B aud Rate Supported 921600
Firmuare Upgiadable

e
IP Address 172.16.8.10
Number of COB partiions suppo... 6

Supports Dynamic P False
Subnet Mask 255.255.0.0

Gateway 0000
Humber of Ports 1

TCP Keepaive 5
Supports Confiquable Fins Tie
Supports Emai Triggers Tue
Suppoits AES Dala Stieam False
Supports 485 Tue
Supports 920K Baud Rate True
Supports HTTP Server True
Supports HTTP Setup Tre
Supports 230K Baud Rate Tre
Supports GPIOI Tre

4l | B

@ Ready

Figure 4: Device Details

4 KRAMER: SIMPLE CREATIVE TECHNOLOGY




Setting the Ethernet Port and Utilities

NOTE: It isrecommended to use the Web Configuration option (refer to
Section 4).

To change the | P address:

1. Select the device from the list (see Figure 5), then click the Assign I P
icon or select Assign | P Addr ess from the Device menu.

(192.168.1.2)

192.168.1.39)

Figure 5: Select the Device

2. Select the assignment method and click Next:

Figure 6: Selecting the Assignment Method

3. Fill-inthe IP address, Subnet mask and Default gateway to assign the
device and click Next:




